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The purpose of the Rapid Communications section is to provide rapid publication of new

research results that have significant impact in one of the fields covered by Plasma and Fusion

Research. Authors should download the sample text and prepare their manuscript in the same

format. Acceptance for publication will be determined after a single review.
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Articles intended for publication in the Rapid Communications and Letters sections should be concise

and need not provide the same level of completeness as required for regular papers. The length of the

manuscript must not exceed 2 pages in Rapid Communications section or 4 pages in Letters section in

this format. The paper size must be A4 (21.0 cm × 29.7 cm). This document should not be rearranged.

You must not use commands to change layout, e.g., \oddsidemargin, \hoffset, \voffset. The

font size and line spacing should not be changed.

Authors using LATEX should use the pfr preprint 2026 package provided by the society:

\usepackage{pfr_preprint_2026}

Text should be typeset in Times. The title heading should be in Times Bold. These fonts can be accessed

by using newtxtext, newtxmath packages. This package is compatible with legacy LATEX. If you use

LuaLATEX or XeLATEX, please adjust the package settings to use TeX Gyre Termes and TeX Gyre Termes
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Sample Figure

Fig. 1 Sample figure. Letters in figures must be sufficiently large.

Math. The times package and ptm family are obsolete and should not be used. The default Computer

Modern fonts may be used as a last resort.

You may use the graphicx package, not the graphics package, because more useful. Remember

to specify the DVI driver as an option when loading the package.

The document should be submitted in PDF format. This template has been tested with LATEX,

pdfLATEX, and LuaLATEX; however, the typeset output may vary slightly depending on the engine used.

Please ensure that the manuscript compiles without errors and with as few warnings as possible, regardless

of the compilation engine used. Any fonts other than the standard PostScript fonts (such as Times and

Symbol) must be embedded in the document, and don’t use national (e.g. Japanese) fonts.

The manuscript must include a concise abstract of fewer than 200 words, a complete list of references,

and figures and tables with captions. Each author ’s name should be given in the following order: first

name, optional middle initial, and last name, as in Carl F. GAUSS. References should be cited as [1], [2,3],

and [1–3], and listed at the end of the manuscript without a heading such as “References.” See also

Fig. 1 and its caption.

Equations should be indented by 10 mm from the left margin, as is

𝑓 (x, 𝜇, 𝐸) = −𝝆 · ∇ 𝑓M(x, 𝐸). (1)

Vector expressed by a Greek font should be written in Greek Bold; e.g., 𝝆 = b × v⊥/Ω. For equations

separated into multiple lines, the equation number should appear only on the last line.

As further writing instructions, authors must refer to the TeX template for the format of author names

and affiliations and strictly follow it. Do not include unnecessary comments or line breaks within the

abstract environment.
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